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& Adopt Intel 4th generation mobile Haswell-M
& (QVB7/HM86/HM87 chipset;

4 [#DDR3 SODIMM 240 Socket;

€ | RTL8111H Gigabit LAN

4 3 USB 3.0 3 USB2.0;

& | RS-232

& Support HDMI, CRT display (HMDI supports 4K
display output)

€ Support OPS extension

@ Support DC 12-19V power supply

® size 170x 190 mm;

L[] [ ) L[]
Specification

CPU Intel Mobile 4" Haswell-M i3-i5-i7 CPU

Processor CPU package RPGA946 Socket
chipset QM87/HM86,/HM87
BIOS UEFI BIOS

Memory Technology Architecture Single DDR3 1066/1333/1600MHz
Memory socket 1%DDR3 SODIMM 240 Socket
Graphics controller Intel HD Graphics 4600 or above; graphics card model is related to CPU

Video HDMI Max resolution support HDMI (1.4)3840%2160

VGA

VGA support resolution 2880%1800 (specifically, look at the CPU model)

Dual display support

HDMI+VGA sync or asynchronous display

I / 0 backboard port 1*#VGA, 1+HDMI 1%LAN, 3*USB3.0, 3*USB2.0 1%*1ine-OUT/MIC_IN 1*Switch
button I*Reset button 1*Power indicator I*Hard disk indicator

Internet controller 1 RTL8111H Gigabit LAN, RJ45 interface

Audio controller Raychem HD ALC662 audio decoding (left and right channel + microphone)

Super 1/0 controller 1T8613

Hardware monitoring

Watchdog timer

0-255 seconds, providing a watchdog routine

Cooler Aluminum + copper fan radiator

USB 3*USB3. 0 compatible with USB2.0/1.1, 3%USB2.0
Input/output interface Com port 1%RS-232
Expansion bus NGFF 1*#NGFF interface (KEY E)

NGFF 1*#NGFF interface supports 3G/4G modules
Storage SATA I*standard SATA3.0 interface

SATA_HDD 1%SATA_HDD interface

NGFF 1#NGFF_SSD interface
Power Supply Power Type DC 12-19V power supply

Working environment

Working temperature

-20°C "~ +60°C

Storage temperature

-40°C " +85°C

Working humidity

0% ~ 90% relative humidity, no condensation

Storage humidity

0% ~ 90% relative humidity, no condensation

Support 0S Windows7 Windows10 Linux
Dimension Size 170 x 190 mm

Weight 0. 5kg
Certification CE, RoHS, FCC
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Order information

Model Description CPU optional
Integrated Intel QM87/HM87 /QM86/HM86 chipset , support Intel
13-4100M
OPS87B-13 4
2. 5GHz
Generation Mobile Haswell-M PGA946 CPU
- Integrated Intel QM87/HM87 /QM86/HM86chipset, support Intel 4 15-421M
=i
Generation Mobile Haswell-M PGA946 CPU 2.6GHz up to 3.2GHz
OPS8TB- {7 Integrated Intel QM87/HM87 /QM86/HM86chipset, support Intel 4 17-4700MQ
=i
Generation mobile Haswell-M PGA946 CPU 2.4GHz up to 3.4GHz
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